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This paper is intended to address various types of atmospheric

turbulence measurements for the purpose of stimulating discussion during the

interactive committee sessions of the workshop where measurement requirements
relative to available data may be addressed. An outline of these various
types of measurements is as follows:

I. Characterization studies

a. Integral scale value

b. Spanwise gradient

. Encounter studies

a. Velocity, vertical acceleration in g's, and pressure altitude
b. Special encounters

. Other

a. Ground-based measurement

b. Other in situ measurements

4. Summary

Some specific results of detailed characterization studies made at NASA

Langley will be emphasized. References [1] through [13] are pertinent to
these measurements and some modeling studies associated with them. Reference

will be made to an existing program for measuring the spanwise gradient of

gust velocity [14-17]. The most recent reports on statistics of turbulence

encounters for various types of aircraft operations are summarized [18,19].

Special severe encounter studies [20] and reference to remote sensing [21] are

also included. Wind shear is considered to be a special topic and is not
covered here.

The objectives of the NASA Measurement of Atmospheric Turbulence (MAT)

program are to obtain atmospheric turbulence power spectra and determine

appropriate values of the integral scale length, L, for different

meteorological conditions (jet stream, low altitude clear air, mountain waves,

and near thunderstorms) over an altitude range from near sea level to about

65,000 feet. The same instrumentation system and data reduction procedure was

to be utilized for all measurements. Very low frequency measurements were

required since the emphasis was on the long wavelength portion of the power
spectrum in order to estimate values of L.

The classical von Karman expression is given in Figure 1 and shows that

two parameters are required to describe a power spectrum, o, the intensity,

and L, the scale of the turbulence sample. The family of curves shown is

normalized with respect to intensity and shows how the location of the "knee"

or flattening of the power spectrum changes with L. Some design
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specifications designate that L = 2500 ft be utilized if power spectral
analysis techniques are to be used.

As shown in Figure 2, the gust characteristics of most contemporary
aircraft are in a frequency range that knowledge of an appropriate L value is
not needed; however, for large flexible supersonic aircraft, the principal
response is at much lower frequencies. Thus, the aircraft response can be
significantly different for the same intensity turbulence (note the log scales
on the figure), and utilization of an appropriate L for design is important.

An instrumented B-57B Canberra aircraft was utilized as the sampling
airplane. Samplesof clear-air turbulence were obtained for conditions shown
in Figure 3. While the instrumentation was later installed on a B-57F for
higher altitude samplings, due to various difficulties, data sufficient for
publication was not acquired.

The equations in Figure 4 show how the primary measurementsmade by
balsa flow vanes and a sensitive airspeed device were corrected by use of
instrumentation that measuredaircraft motion to result in three componentsof
gust velocity, longitudinal, lateral, and vertical with respect to the
sampling aircraft.

Figures 5 through 8 give example true gust velocity time histories
measuredunder different meteorological conditions. Four cases were selected
by a research meteorologist as representing turbulence caused by low-altitude
convective activity, mountain wave action, high-altitude wind shear, and
so-called rotor action with sampling in the lee of rather sharp mountain peaks
in the presence of strong wind. The convective case shown in Figure 5a
resulted from a run extending for approximately 150 miles at 1000 ft altitude
near the Virginia and North Carolina line and exhibits similar characteristics
for all three components, and their o values ranged from 3.78 to 4.41 ft/sec.

In Figure 5b the shape of the spectra for the convective case is
reasonably close to the von Karmanrepresentation (shown by the solid lines
superimposed on the data curves); however, in order to have a reasonable fit,
L values of 1000, 2000, and 4000 ft appear appropriate for the vertical,
lateral, and longitudinal components, respectively.

Time histories for the mountain wave case shown in Figure 6a are
distinctively different in that major long wavelength content is obvious. At
least three wave cycles are obvious in the 12-minute run for the vertical
component--approximately one longer wave is noted on the horizontal
components. The high-frequency content is variable in intensity and for this
and other mountain wave samples it appears to intensify during positive swings
in vertical gust velocity.

In Figure 6b the power spectra for the mountain wave case emphasize the
observations noted on the time histories. High power is evident at long
wavelengths and fitting avon Karman representation to the data is very
difficult. It should also be noted that the higher frequency data exhibit the
expected 5/3 slope, then tend to flatten, and then rise sharply in power at
lower frequencies.
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Observation of time histories shownin Figure 7a indicate that the wind
shear case characteristics, in general, seemto fit between the convective and
mountain wave cases with intensity varying gradually with time. It is known
that this nonhomogeneousor nonstationary behavior will affect the "knee" of
the corresponding power spectrum. An assessmentof this effect will be shown
later.

The power spectra for the wind shear case shown in Figure 7b indicate
more power content in the horizontal componentsat low frequencies than the
vertical componentand less severe. The von Karmanmodel can be madeto fit
reasonably well, especially for the vertical component. Appropriate integral
scale values are in the range of 6000 ft for the horizontal components and
1000 ft for the vertical component.

The time histories for the rotor case shown in Figure 8a exhibit
continual high-intensity, high-frequency turbulence and some long wavelength
content is obviously included. The standard deviation, _, for the vertical
gust velocity component is 12.5 ft/sec--more than 50 percent greater than any
other sample acquired. Acceleration increments of 1 g were equaled or
exceeded 80 times in this traverse with maximumincremental accelerations of
+2.2 g and -1.8 g.

The power spectra for the rotor case are shown in Figure 8b. It appears
that an integral scale value of 6000 ft for the von Karman expression would
approximate the spectra reasonably well.

Table 1 summarizes the four cases shown in Figures 5 through 8 with
respect to altitude, length of run (in both time and miles), statistical
degrees of freedom applicable for the power spectra, and values of standard
deviation for the three gust velocity components.

The results of Figure 9 were obtained in an analytical study by Dr.
William Mark of Bolt, Beranek, and Newmanand provide "rule of thumb" guidance
on the effects of intensity variation on the resulting power spectrum. Here,
L_, is the spatial length of the sampling run for a linear increase and one
half of the spatial length for an intensity burst, and L is the integral scale
value of the turbulence. For the ratio of L_/L greater than 10 to 13, the
effect on the power spectrum is barely detectable whereas for ratios below 5
to 7 a strongly rounding effect will be present.

Figure 10 summarizes the approximate relative integral scale values for
the four cases. Because the turbulence in the mountain wave case is not
continuous, the use of power spectra for characterization is somewhat
questionable.

The objectives of the sampling programwith the additional probes at the
wing tips are given on Figure 11. It is interesting to note that whereas the
emphasis in the MATprogram was on the low-frequency portion of the power
spectrum, the emphasis here is at the higher frequencies.

The B-57B was again utilized as the sampling test bed. The aircraft was
selected because of its rugged design, broad flight envelope, ease of flying,
and availability (see Figure 12). The wing tip probes located60 feet apart
are mounted at locations designed to accept fuel pods.
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Figure 13 (taken from Houbolt and Sen [14]) shows theoretical prediction
of the cross-spectra for the samegust componenta distance S apart, assuming
homogeneousisotropic turbulence. The curves are for various ratios of S/L
where L is the integral scale value. Note that for a = S/L = O, the curve
would be avon Karman spectrum with a -5/3 slope at higher frequencies.

Flights are being made at low altitude where L is expected to be small and

thus get an expected deviation from S/L = O, and this region is appropriate

since the spanwise effects are especially important for pilot workload in the
terminal area.

Figure 14 shows some example time histories from the two wing tips and

the centerline. While the general and long wavelength characteristics are

similar, significant differences are evident in the mid and higher frequency

region.

Figure 15a shows the auto-power spectra (APSD) for each wing tip with a

fitted von Karman spectrum superimposed on the measured data. The L value
from the fitted spectrum is used to provide the theoretical curve for

cross-spectra (labeled CPSD) on Figure 15b. An example case of flight data is
also shown. In this case the data deviate further from the prediction at the

higher frequencies. The effects of filtering and data processing are

presently under study.

Significant research and development efforts are under way in the remote

sensing area. The use of Doppler radar and lidar (light detection and

ranging) is encouraging. Some example data are shown in Figure 16 (from [21])

where power spectral estimates from ground-based lidar, in situ aircraft
measurements, and tower measurements are shown. Lidar data are shown up to a

frequency of 1 Hz; however, the agreement deteriorates above about 0.1 Hz.

The authors of Reference [21] attribute this to a decrease in signal-to-noise

ratio for the lidar data. The development and application of airborne units

is expected to expand in the near future.

Figure 17 gives a summary of the NASA VG (velocity, vertical

acceleration in g's) and VGH (velocity, vertical acceleration in g's, and

pressure altitude) program. This program was a continuing effort to obtain

pertinent statistical information on transport aircraft turbulence encounters.
Recorders were installed on many aircraft over a 20-year period. From time

history records of indicated airspeed, pressure altitude, and normal

acceleration, peak values of derived gust velocity were determined. This

program has been terminated, and the last report was published in 1977. A

general aviation program was conducted in the 1960 to 1982 time period where

various operation types were studied. Data were obtained for a total of
42,155 hours from 105 airplanes. Reporting is nearly complete.

The feasibility of utilizing data available from transport crash

recorders to provide VGH-type information has been demonstrated and is

outlined in Figure 18. In addition, an instrument has been developed that can

record, store, and provide statistical data in a desired format. At the

present time, there is no on-going activity in these areas.

Special analyses are being conducted of severe turbulence encounters

utilizing data from on-board flight data recorders. A summary of these
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analyses is given in Figure 19. The procedure, which is shown on Figure 20,
involves applying measured inertial and air data to equations of motion with
parametric values appropriate for the particular aircraft involved. The
derived atmospheric disturbance data can then be installed on a simulator for
study of response of various aircraft to that disturbance. Figure 20 gives a
block diagram of the analysis procedure and lists cases of wide-body special
severe encounters for which data are presently available.

Results to date for several high-altitude cases indicate that a strong
shear layer has been destabilized either by storm passage or mountain waves.
For these cases, the disturbance is not of continuous random nature but
periodic large vortex flows.

To summarize the status of measurementof atmospheric turbulence, it
appears that no new measurementsfor characterization of clear-air turbulence
are being planned; however, measurements--perhaps with less severe
requirements--are being made to support other atmospheric measurement
programs. The VGHwork is inactive; however, if funding were available, a new
recorder could be utilized that would greatly simplify the process of
converting the data to publication form. Remote sensing developments are
expected to continue and results to date are encouraging. A better
understanding of unexpected high-altitude encounters should result from
incident studies utilizing on-board recorder information, and results from
this, spanwise gradient measurementsand others should lead to more realistic
simulation work.

It is expected that turbulence measurementswlll continue to be made in
the future to support further developments in forecasting, development of
detection devices, and evaluate design techniques and the validation of gust
alleviation systems.
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QUESTION: George Trevi_o (Michigan Tech). I saw by your measurements that

you had some different scale lengths for the longitudinal scales and the
vertical scales (6000 ft versus 1000 ft). That to me would indicate a very

strong anistropy in the turbulence but yet you got some very good correlation

with the theoretical isotropic von Karman spectra. How do explain that? Some

of the data indicate a strong anistropy but yet you do get correlation with an

isotropic curve?

ANSWER: As I mentioned earlier, I think that comes about because of the very

high power content at the very low frequencies which is down to where you have

wind effects. The question is where does the turbulence end and the wind

begin? The high power content can be seen in the horizontal components but

not in the vertical components. That's true if you are talking about

frequencies that go all the way down to those low values or out to those long

wavelengths.
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TABLE 1. Four Selected Cases.

Meteorological
condition

Altitude,
km fit)

Convective O.3 (1000)

Wind shear 13. 0 (42600)

Rotor 3. 9 (12800)

Mountain wave 14. 3 (46800)

d.f. : f(bandwidth, length)

Run

lenc_th
mir_ km

(miles){

19.I 148

(91.7)

12.2 157

(85.I)

8.1 88.5
(55. O)

12.6 149

(92.4)

Statist icaI
d.f. for

power

spectra

45

29

19

29

W'

mlsec

(ftlsec)

I. 15
(3. 78)

2.45

(8. 05)

3. 82

(12. 52)

1. 34
(4. 41)

_V _

mlsec
(ftlsec)

I. 18
(3. 86)

7. 33
(24. 04)

5.51

(18. 09)

5. 39

(17.69)

'u'

mlsec

(ftlsec)

i.35

(4.41)

4.48

(14.70)

3.57

(II.73)

4.30

(14.11)
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Von Karman Equation
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Figure 1. Theoretical transverse power spectra.
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Figure 2. Theoretical power spectra.
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Figure 3. MAT project.
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Figure 4. Equations for the determination of gust velocity component
time histories.
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TurbulenceTimeHistory
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Figure 5. Convective case.
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Turbulence Time History
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Turbulence Time History
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TurbulenceTimeHistories
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Nonhomogeneous History Effect on Von Karman Turbulence MoCr 
Barely detectable Strongly rounded 

densitv 
‘I 
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5 5  La - Z L  L 2 10 L 
L = integral scale of turbulence 

1 7  - La 
L L 

F i g u r e  9. E f f e c t s  of nonhomogeneous behav io r  on t h e  power spec t ra  
o f  atmospher ic turbulence.  

0 For wavelengths s h o r t e r  t h a n  approx 3000 ft , spec t rum 

0 For wavelengths greater t h a n  3000 ft , appropr iate i n t e g r a l  

with - 513 slope is reasonable 

scale va lue  i s  var iab le 

0 In genera l ,  ver t i ca l  component L sma l le r  t h a n  t h a t  for la tera l  
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v e r t  
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L 
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0 M o u n t a i n  wave cases not c o n t i n u o u s :  spectral  rep resen ta t i on  
quest ionable 

F i g u r e  10. Assessment o f  i n t e g r a l  s c a l e  va lue  ( L ) .  
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Objective: Acquisit ion of in s i tu  atmospheric turbulence data 
for correlation wi th  analytical models, for use in 
simulations, and for comparison wi th  data obtained 
from remote sensing techniques. 

0 Measure spanwise gust  gradients applicable 
to terminal  area operations 

0 Characterize wind shear, severe strom 
outflows and low altitude turbulence 
in ut i l i tar ian terms 

Figure 11. Spanwise gradient (SPAN-MAT) research. 

Figure 12 .  Test bed airplane.  
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• On-board recorders provide time history records of indicated airspeed.

pressure altitude, and normal acceleration

• Derived gust velocity, UDE, computed for acceleration peaks

• UDE = f(normal accel., equivalent airspeed, lift curve slope,
weight, wing area, and gust alleviation factor)

• Recorders installed on numerous transport aircraft beginning in 1950's

• Program terminated in early 1970's

• Last report published ].977 on comparison of wide and narrow

body long-haul turbine-powered transports

• General aviation program 1960-1982

• Operation types included single- and twin-executive, personal,
instructional, aerial applic., forest fighting, pipeline patrol,
commercial fish-spotting, aerobatic, commuter, and float

• Total of 42,155 hours of data collected from ].05 airplanes

Figure 17. NASA VGH program.

• Feasibility of utilizing data available from transport crash
recorders demonstrated

• Data includes normal and lateral c.g. accel., indicated

airspeed, pressure altitude, trailing edge flap and
spoiler/drag brake position, and autopilot status

• Data from wide body transports have been edited,

processed and compiled (total of 2341 flights and
5007 hours flight time)

• Smart recorder

• Instrument developed capable of recording, storing, and

providing specified flight and ground data in desired
format (statistical or time history)

Figure 18. Digital velocity, vertical acceleration in g's,
and pressure altitude.
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• Detailed analysis of encounters based on flight data recorders

• Convert response data to atmospheric description

• Correlation with meteorological phenomena

• Establish model and install on simulator

• Study response of different aircraft

• Study to data indicates that:

• Strong shear layers destablished by storm passage or
mountain waves provide disturbance

• Turbulence is not of random nature, but of periodic

large vortex flow

Figure 19. Special clear-air turbulence encounters by
commercial airliners.
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• Eight cases available for analysis
• All at altitudes between 33000 and 41000 fl

• Occurrences in 1975, 1981, 1982, 1983(2) and 1985(3)
• Locations from California to Greenland

Figure 20. Wide body airline accidents/incidents involving
atmospheric disturbances at cruise altitudes.

92


